ADDENDUM #2

ECONCMIC DEVELOPMENT REHABILITAION OF HOMES

(BID #2014-2 TDA Rehab Home — 002)

MARCH 18, 2014

TDA — REHAB 008 (133 E. Ozuna)

o Locaiton 4 Exterior Wall C - pravide and install new 30 gal. electric water heater with PR valve and
complete existing water heater shed by completing roof siding door with keyed hardware. Build a
concrete pad to existing size of shed. Provide and install water supply accessories, electrical shut
off, and Romex wiring. Include costs of this addendum to location wall C.

Acknowledgement Signature:

(Must be signed and included with package)

Dr. Cecilia Moreno
Purchasing Agent



Spec#

- Spac Quantity Units UnitPrice  Total Price

Trade:

10

Carpentry

4030

Trade:

18

siding sheets. Use lap flashing on horizontal seams. Flash or
install silicone caulking along entire top edge, and under
windows or other openings.

1"X4™ EXT. CORNER and WINDOW TRIM-WOOD 28.00 LF
Install 1“x 4" pine corner hoard with aluminum or galvanized
nails.

Conservation

4905

Trade;

22

INSULATE WALL--R-13 KRAFT FACED BATT 224,00 SF
After air sealing install 3-1/2" thick, R-13, kraft paper faced
fiberglass roll insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
components so that there are no gaps, the batis not
compressed, and the cavities are completely filled. Staple
flanges to the faces of the studs. Notify SHC Const.Coord.
when the installation is ready for inspection. The inspection will
include spot checks for quality, pulling some of the facing away
from the studs. The contractor will reinstall areas accessed for
inspection. Insulation must be inspected before the wall finish is
installed.

Plumbing

7080

WATER HEATER--30 GAL. ELECTRIC 1.00 EA
Dispose of water heater in legal dump. Install a 30 galion, low

prafile, high recovery, double element, electric water heater with

a 10 year warranty, Include pressure and femperature relief

valve, discharge tube to within 6" of floor or to outside of

structure, shut-off valve and elecric supply. Include completion

of existing water heater shed. (Roofing, siding,door and

hardware with concrete pad to match existing floor size.)

Location Total:

Spec#  Spec Quantity Units Unit Price  Total Price
Trade: 10 Carpentry
4030 1"X4" EXT. CORNER TRIM--WOOD 16.00 LF
Install 1"x 4" pine corner board with aluminum or galvanized
nails.
Trade: 16 Conservation
4905 INSULATE WALL-R-13 KRAFT FACED BATT 160.00 SF

After air sealing, install 3-1/2" thick, R-13, kraft paper faced
fiberglass roff insulation between studs per manufacturer's
specifications, carefully fit around all mechanical and structural
components sa that there are no gaps, the batts not




